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B. Max. 550 mm B. Max. 550 mm

A. 
Max. 

450 mm

c

c

= 1 = 1.5

o60-80

2.Drilling

1. The maximum distance between the screws on plates 
with plate thickness of 6 mm:

A) (at 2 fittings): 450 mm
B) (at 3 or more fittings): 550 mm

2. The distance between the edge of the plate and the 
edge of the screw hole shall be minimum 20 mm and 
maximum 60 mm on plates with plate thickness of 
6 mm (C).  

3. The drill thickness shall be 1.5 times the diameter of 
the drill, so that the plates can move.

4. Use metal drill.

1. It is recommended to wear protective gloves and goggles while handling and processing.
2. Do not remove the protective film from the facade panels' surfaces before or during the processing. Remove 

the protective film on both sides of the facade panels simultaneously.
3. Lift the panels straight up and do not haul the plates against each other.
4. Panels should be transported, when they are used. 

Please Note – About Handling

1

1. Keep strapped and protected from rain, snow, dirt and direct
sunlight and other heat sources.

2. Store horizontally and symmetrically stacked
(maximum of 55 units per pallet). Ensure good
ventilation.

3. Recommended storage conditions:
- 20-35 degrees Celsius
- 45% - 65% humidity

4. Use the FIFO method (first in - first out).

5. As the plates can change dimension, depending on the
weather, they must be acclimated 72 hours before
mounting/processing.

6.  Please note the following tolerances for 6 mm facade
panels of compact laminate according to the EN 438:

Length / width  + 10mm / -0mm
Thickness  +/- 0.4mm
Curvature 5.0 mm / m
Right angle  1.5 mm / m

+10/-0 +10/-0

1.Storage
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1. Keep strapped and protected from rain, snow, dirt and direct 
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4.Corners

1. Corner shall be completed with a corner profile of 
aluminum.

3. Panel connections at the corners of the structures can be made as both open and closed joints.
The panels are 8mm thick, sufficient to secure metal corner profiles with screws or rivets in corner connections. Projects 
where the corner profile is used are projects where the smooth surface is desired.

Open CornerOpen CorneroCorner with 45  angle

Corner ProfileCorner Profile
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3.Cutting

5. Grit Abrasive Paper 100

4. The edges can advantageously be deburred with
sandpaper or a file.

3. Cut-outs at corners rounded to approximately Ø9.
= 8-10 mm

1. Use the saw blade carbide.
150 mm 300 mm

= 48 = 96

2. The saw settings must be fine cuts.

1. It is recommended to wear protective gloves and goggles while handling and processing.
2. Do not remove the protective film from the facade panels' surfaces before or during the processing. Remove

the protective film on both sides of the facade panels simultaneously.
3. Lift the panels straight up and do not haul the plates against each other.
4. Panels should be transported, when they are used.

Please Note – About Handling
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10 mm

10 mm

13 mm

EPDM Conta

Tongue and Groove

Open Joint
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2. OPEN JOINTS; Panel connections may be open or filled. A Particular attention should be paid against the possibility of 
infiltrating rain and moisture to vertical and horizontal joints used in open joint systems. When the insulation material 
is moistened, insulating value drops down below the required standards. Therefore, waterproof insulating material 
and accordingly the sub-construction is required.

CLOSED JOINTS; Tongue-and-groove and halved joints are closed joints.

JOINT PROFILES; joints can be closed with fixed metal, plastic or rubber profiles. Profile must be assembled in a way 
that will not avoid the movement of the panels and will work by sliding. 

MASTIC JOINTS; Mastic joints avoid the movement of the panels and cause too much dirt on panel edges. 
These are definitely not recommended after such joint filling applications.

5

5.Finish Details

1. JOINTS; Panels should be assembled in a way that they can move 2.5 mm at 1 meter both longitudinally and
longitudinally. By this means, an appropriate space is provided so that panels can move around each other. The
minimum width of the joints should be at least half of the panel thickness. In addition joints must be capable of
providing the necessary ventilation and drainage to prevent the damage to be caused by the retention of
moisture. In joints wider than 10 mm, a thin grid system should be applied behind the joint in order to prevent the flies
and pests that can pass to the behind the flooring.

10 mm
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7.Cleaning Instructions

1. The following cleaning instruction is suitable for periodic cleaning / maintaining and for cleaning after installation
(Adhesive residue ets.)

2.  Use Non abrasive cloth (Cotton Based / Vileda® Microclean Cloth) soaked with water / regular cleaning soap 5% 
solution ( any household soap is suitable for this purpose ) /  All mechanical cleaning system, e.g. rotating brushes / wiper 
blades etc., are unsuitable for the surface and may cause a permanent damage to the decorative surface

3.  Clean the surface with Non abrasive clothe soaked with regular water and leave the wet surface for 5 minutes in 
order to dry 

4.  After 5 minutes soak the wet cloth with the soap solution  and clean the surface without damaging the surface

5.  Leave the cleaned surface for 5 minutes in order to dry 

6.  Clean the surface again with wet clot

7.  Should not be used for cleaning the surface

7.1   Ammonium Hydroxide, Sodium Hydroxide, Sodium Hypochlorite, Sodium ChlorideHard base solutions:

7.2   Hydrochloric Acid, Sulphuric Acid, Nitric Acid, Phosphoric Acid, Acetic Acid, Hydrofluoric Hard acidic solutions:
Acid, Chromic Acid, Formaldehyde, Formic Acid, Phenol

7.3   Silver Nitrate, Potassium Permanganate, Ferric (III) Chloride, Copper Sulphate, Iodine  TinctureReagents:

7.4  Furfural, Acetone, Ethyl alcohol, Methyl Ethyl Ketone, Dichloromethane, Ethylacetate, n – Butyl Organic solvents: 
Acetate n – Hexane, Methyl Alcohol, Methyl Isobutyl Ketone, TetraHydroFurane (THF), Toluene, Tri Chloro Ethylene, 
Xylene, Methyl Violet 2B 

7.5  Mono Ethylene Glycol (MEG) , Di Ethylene Glycol (DEG)Organic compounds:

®G-Ext
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7

6.Mounting

1. If the panel thickness is 10 mm it is suitable for a
distance of 10 mm between 2 panels. This distance
depends on the panel thickness.

Min. 5 mm Min. 10 mm

1. It is recommended to wear protective gloves and goggles while handling and processing.
2. Do not remove the protective film from the facade panels' surfaces before or during the processing. Remove

the protective film on both sides of the facade panels simultaneously.
3. Lift the panels straight up and do not haul the plates against each other.
4. Panels should be transported, when they are used.

Please Note – About Handling
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6.Mounting

1. If the panel thickness is 10 mm it is suitable for a 
distance of 10 mm between 2 panels. This distance 
depends on the panel thickness.

Min. 5 mm Min. 10 mm
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1. It is recommended to wear protective gloves and goggles while handling and processing.
2. Do not remove the protective film from the facade panels' surfaces before or during the processing. Remove 
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